Economy Type

GL043/GL043E

« Suitable for small space occasions
«Beautiful appearance, ultra-thin body
*High cost-effective

Model 043
Performance
Display size 4.3"TFT
Display area 95.04mm(W)x53.86mm(H)
Resolution 480%272 pixels

display color
Display angle of view

1677 color
70/70/50/70(left/right/up/down)

contrastratio 500:1

Backlight LED

Brightness 450cd/m2

Backlight life 30000 hrs

Touch panel 4 line precision resistance network (surface hardness 4H)
CPU ARM RISC 32Bit 792MHz

Storage 128MB NAND Flash Memory+128MB DDR3 Memory
RTC Built-in real time clock

Extensible memory None

Print port Series port

Ethernet None 10/100MHz self-adaption

Program download
Communication port

USB Slave/U disk USB Slave/U disk/Ethernet
COMO:RS232/RS485/RS422;
COM2:RS232;

Electrical specifications

Input power supply DC10V ~DC28V

Power waste 2W @24V DC
Allowable loss of power <3ms
insulation resistance Over 50MQ@500V DC
Hi-pot test 500 VAC 1 minute

Structure specification

Shell material Engineering plastic
Shape size 132mm*102mm*33mm
Installation hole size 119mm*93mm
Weight 0.21Kg

Environmental specifications

Temperature of Working 0~50°C
environment

Humidity of working
environment

Storage environment
temperature

Storage environment humidity

10~90%RH ( non-condensing )
-20~60°C

10~90%RH ( non-condensing )
Anti-seismic degree 10 ~500Hz (X, Y. Zdirection 2G/30 minute)
Cooling mode Natural air cooling

Panel protection grade Conforming to IP65 certification(4208—93)
CE authentication EN6100-6-4:2007,EN61000-6-2:2005

configuration software Kinco DTools V3.2 and above version

* remark: GLO43 can replace MT4230T; GLO43E can replace MT4230TE.

(Old version projects can be simulated in DTools and download to Green series's HMI)
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Economy Type

GL0O70/GLO70E

« Preferred model for general use

» Anon-hollow mask is more effective against oil pollution
» Beautiful appearance, ultra-thin body

« High cost-effective

Performance spe n

E E

Display size 7'TFT
154.08mm(W)x85.92mm(H)
800%480 pixel
1677 color
70/70/50/70(left/right/up/down)

Display area
Resolution

Display color
Display angle of view

Contrast ratio 500:1

Backlight LED

brightness 250cd/m2

Backlight life 30000 hrs

Touch panel 4 line precision resistance network (surface hardness 4H)
CPU ARM RISC 32Bit 792MHz

Storage 128MB NAND Flash Memory+128MB DDR3 Memory
RTC Built-in

Extensible memory 1 USB Host

Print port USB Host/serial port

Ethernet None 10/100MHz self-adaption

Program download USB Slave/U disk USB Slave/U disk/Ethernet

Communication port COMO:RS232/RS485/RS422;
COM2:RS232;

Electrical specifications

Input power supply DC10V ~DC28V
Power waste 3.6W @24V DC
Allowable loss of power <3ms
insulation resistance Over 50MQ@500V DC
Hi-pot test 500 VAC 1 minute

Structure specification

Shell material Engineering plastic

Shape size 204mm*150mm*34mm
Installation hole size 192mm*138mm
Weight 0.5Kg

Environmental specifications

Temperature of Working 0~50°C
environment

Humidity of working
environment

Storage environment
temperature

Storage environment humidity

10~90%RH ( non-condensing )
-20~60°C

10~90%RH ( non-condensing )
Anti-seismic degree 10 ~500Hz (X. Y. Zdirection 2G/30 minute)
Cooling mode Natural air cooling

Panel protection grade Conforming to IP65 certification(4208—93)
CE authentication EN6100-6-4:2007,EN61000-6-2:2005

configuration software Kinco DTools V3.2 and above version

* remark: GLO70 can replace MT4434T; GLO70E can replace MT4434TE.

(Old version projects can be simulated in DTools and download to Green series's HMI)
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Economy Type

GL100/GL100E

«Preferred model for general use in 10 inch screen
«A non-hollow mask is more effective against oil pollution
«Beautiful appearance, ultra-thin body

«High cost-effective

Model

Performance specification

Display size

Display area
Resolution

Display color
Display angle of view
Contrast ratio
Backlight

Brightness

Backlight life

Touch panel

CPU

storage

RTC

Extensible memory
Print port

Ethernet

Program download
Communication port

Electrical specifications

Input power supply
Power waste

Allowable loss of power

insulation resistance
Hi-pot test

Structure specification

Shell material
Shape size
Installation hole size
Weight

Environmental specifications

Temperature of Working

environment
Humidity of working
environment
Storage environment
temperature

Storage environment humidity

Anti-seismic degree
Cooling mode

Product certification

Panel protection grade

CE authentication

configuration software

GL100

10.1"TFT
222.72mm(W)x125.28mm(H)
1024*600 pixels
1677 color
70/70/60/70(left/right/up/down)
500:1
LED
400cd/m2
More than 30000 hours
4 line precision resistance network (surface hardness 4H)
ARM RISC 32Bit 792MHz
128MB NAND Flash Memory+128MB DDR3 Memory
Built-in real time clock
1 USB Host
USB Host/serial port
None 10/100MHz self-adaption
USB Slave/U disk USB Slave/U disk/Ethernet
COMO:RS232/RS485/RS422;
COM2:RS232;

DC10V ~DC28V
6W @24V DC
<3ms
Over 50MQ@500V DC
500 VAC 1 minute

Engineering plastic
280mm*193mm*36mm
261mm*180mm
0.9Kg
0~50°C
10~90%RH ( non-condensing )
-20~60°C
10~90%RH ( non-condensing )

10 ~500Hz (X, Y. Zdirection 2G/30 minute)

Natural air cooling

Conforming to IP65 certification(4208—93)
EN6100-6-4:20072011,EN61000-6-2:2005

Kinco DTools V3.2 and above version

* remark: GH100 can replace MT4532T; GH100E can replace MT4532TE.

- (Old version projects can be simulated in DTools and download to Green series's HMI)
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Economy Type

GL104E

« Built-in isolated power supply to enhance reliability
» Industrial size 4:3,possessing greatful visual coordination

« Firm structure
« High cost-effective

Performance spe
Display size
Display area
Resolution
Display color
Display angle of view
Contrast ratio
Backlight

Brightness

Backlight life

Touch panel

CPU

storage

RTC

Extensible memory
Print port

Ethernet

Program download
Communication port

10.4"TFT
211.20mm(W)x158.40mm(H)
800*600 pixel
1677 color
70/70/60/70(left/right/up/down)
500:1
LED
350cd/m2
30000 hours
4 line precision resistance network (surface hardness 4H)
ARM RISC 32Bit 792 MHz
128MB NAND Flash Memory+128MB DDR3 Memory
Built-in real time clock
1 USB Host
USB Host/serial port
10/100MHz self-adaption
USB Slave/U disk/Ethernet
COMO:RS232/RS485/RS422;
COM2:RS232;

Electrical specifications

Input power supply
Power waste

Allowable loss of power

insulation resistance
Hi-pot test

DC21V ~ DC28V,Built-in isolation power supply
TBD
<3ms
Over 50MQ@500V DC
500 VAC 1 minute

Structure specification

Shell material
Shape size
Installation hole size
Weight

Engineering plastic
310mm*230mm*56mm
299mm*219mm
TBD

Environmental specifications

Temperature of Working

environment
Humidity of working
environment
Storage environment
temperature

Storage environment humidity

Anti-seismic degree
Cooling mode

0~50°C
10~90%RH ( non-condensing )
-20~60°C
10~90%RH ( non-condensing )

10 ~500Hz (X. Y. Zdirection 2G/30 minute)
Natural air cooling

Product certification

Panel protection grade

CE authentication

Conforming to IP65 certification(4208—93)
EN6100-6-4:2007,EN61000-6-2:2005

configuration software

* remarks: It is estimated that they will listing on the fourth quarter of 2018. Coming soon.

Kinco DTools V3.2 and above version
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Economy Type

Customized Series

GL150E

« Preferred model for general use in 15 inch screen

« Built-in isolated power supply to enhance reliability

« Industrial size 4:3,possessing greatful visual coordination
« Firm structure

Performance ation
Display size 15"TFT
Display area 304.13mm(W)x228.10mm(H)

Resolution
Display color
Display angle of view

1024*768 pixel
65536 color
80/80/80/80(left/right/up/down)

Contrast ratio 800:1

Backlight LED

Brightness 420cd/m2

Backlight life 50000 hours

Touch panel 4 line precision resistance network (surface hardness 4H)
CPU ARM RISC 32Bit 792MHz

storage 128MB NAND Flash Memory+128MB DDR3 Memory
RTC Built-in real time clock

Extensible memory 1 USB Host

Print port USB Host/serial port

Ethernet
Program download
Communication port

10/100MHz self-adaption
USB Slave/U disk/Ethernet

COMO:RS232/RS485/RS422;
COM2:RS232;;

Electrical specifications

Input power supply DC21V ~DC28V

Power waste 16W@24V DC
Allowable loss of power <3ms
insulation resistance Over 50MQ@500V DC
Hi-pot test 500 VAC 1 minute

Structure specification

Shell material Engineering plastic
Shape size 398mm*298mm*47mm
Installation hole size 383mm*283mm

Weight 3Kg

Temperature of Working -10~55°C

environment
Humidity of working
environment

10~90%RH ( non-condensing )

Storage environment
temperature
Storage environment humidity

-20~60°C

10~90%RH ( non-condensing )

Anti-seismic degree 10 ~500Hz (X, Y. Zdirection 2G/30 minute)
Cooling mode Natural air cooling

Panel protection grade Conforming to IP65 certification(4208—93)

CE authentication EN6100-6-4:2007,EN61000-6-2:2005
software |

configuration software Kinco DTools V3.2 and above version
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SZ 7 Series handheld terminal

- Series:SZ7(kinco HMIWare software),SZ7(WinCE)
- Remote control:with hand-held terminal,support 5m/10m/15m long distance operation.
- Easy for installation:support FDMI standard(75 * 75mm)bracket or rack installation.

Model
Performance spe
Display size
Resolution
Display color
Brightness
Backlight

Touch panel
Backlight life
programable button
programable LED
Emergency button
Selection Switch
Dead-man switch
processor

Memory

Recipe memory&RTC
Expandable memory
Series port

Ethernet

Program download
COM port

Electrical specifications

Power supply isolation
Rated power

Rated voltage
Inputrange

Power down allowed
Insulation resistance
Dielectric strength test
Cable length
Structure spec
Shell color
Shell material
Dimensions
Installation

Environmental specifications
Operating temperature 0~50°C

Operating humidity
Storage temperature
Storage humidity
shockproof test
Cooling mode
Product certification
Degree of protection
CE authentication

Sz7s SZ7E Mechanical Dimensions unit: mm
7"TFT
800*480 pixels
65536 color
250cd/m2
LED
4 line precision resistance network (surface hardness 4H)
50000 hours
1 10
2 2
1 1
1 1
None 1 None 1
800MHz RISC
128MB Flash +64MB RAM
256KB + RTC
1 USB Host
1*RS485-2,RS232 Rs232
None 1*10M/100M self-adaptive

RS232,USB Host
RS485-2,RS232

RS232,USB Host,Ethernet
RS232,Ethernet

Built-in

8W

DC24v

16 ~32V DC

<3ms

Over 50MQ@500V DC
500V AC 1 minute

5m

Black

Engineering plastic

220*156*45 mm

Bracket mounting,suspension mounting

10~90%RH ( non-condensing )

-10~60°C

10~90%RH ( non-condensing )

10 ~500Hz (X, Y. Zdirection 2G/30 minute)
Natural air cooling

Front panel IP65,overall unit1P62
EN6100-6-4:2007,EN61000-6-2:2005

configuration software

Kinco HMIware V2.5




