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UA16 … UA30  3-pole contactors for capacitor switching
12.5 to 27.5 kvar - peak current Î ≤ 100 times the rms current
AC operated

Description

UA contactors can be used for the switching of capacitor banks whose inrush current peaks are less than or 
equal to 100 times nominal rms current.

The capacitors must be discharged (maximum residual voltage at terminals ≤ 50 V) before being re-energized 
when the contactors are making.

These contactors are of the block type design with:
–– 3 main poles and 1 built-in auxiliary contact 
–– control circuit: AC operated
–– add-on auxiliary contact blocks for front or side mounting and a wide range of accessories.

Ordering details
IEC UL/CSA Rated control circuit

voltage
Uc
(1)

Auxiliary
contacts 
fitted

Type Order code Weight

Pkg
(1 pce)

Rated Max Rated
operational peak operational
power current power
θ ≤ 40 °C θ ≤ 40 °C
400 V 480 V
AC-6b Î
kvar kA kvar V 50 Hz V 60 Hz kg
12.5 1.8 - 24 24 1 0 UA16-30-10 1SBL181022R8110 0.340

48 48 1 0 UA16-30-10 1SBL181022R8310 0.340
110 110…120 1 0 UA16-30-10 1SBL181022R8410 0.340
220…230 230…240 1 0 UA16-30-10 1SBL181022R8010 0.340
230…240 240…260 1 0 UA16-30-10 1SBL181022R8810 0.340
380…400 400…415 1 0 UA16-30-10 1SBL181022R8510 0.340
400…415 415…440 1 0 UA16-30-10 1SBL181022R8610 0.340

20 3 25 24 24 1 0 UA26-30-10 1SBL241022R8110 0.600
48 48 1 0 UA26-30-10 1SBL241022R8310 0.600
110 110…120 1 0 UA26-30-10 1SBL241022R8410 0.600
220…230 230…240 1 0 UA26-30-10 1SBL241022R8010 0.600
230…240 240…260 1 0 UA26-30-10 1SBL241022R8810 0.600
380…400 400…415 1 0 UA26-30-10 1SBL241022R8510 0.600
400…415 415…440 1 0 UA26-30-10 1SBL241022R8610 0.600

27.5 3.5 32 24 24 1 0 UA30-30-10 1SBL281022R8110 0.710
48 48 1 0 UA30-30-10 1SBL281022R8310 0.710
110 110…120 1 0 UA30-30-10 1SBL281022R8410 0.710
220…230 230…240 1 0 UA30-30-10 1SBL281022R8010 0.710
230…240 240…260 1 0 UA30-30-10 1SBL281022R8810 0.710
380…400 400…415 1 0 UA30-30-10 1SBL281022R8510 0.710
400…415 415…440 1 0 UA30-30-10 1SBL281022R8610 0.710

(1) Other control voltages see voltage code table.
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UA50 … UA75  3-pole contactors for capacitor switching
33 to 50 kvar - peak current Î ≤ 100 times the rms current
AC operated

Description

UA contactors can be used for the switching of capacitor banks whose inrush current peaks are less than or 
equal to 100 times nominal rms current.

The capacitors must be discharged (maximum residual voltage at terminals ≤ 50 V) before being re-energized 
when the contactors are making.

These contactors are of the block type design with:
–– 3 main poles
–– control circuit: AC operated
–– add-on auxiliary contact blocks for front or side mounting and a wide range of accessories.

Ordering details
IEC UL/CSA Rated control circuit

voltage
Uc
(1)

Auxiliary
contacts 
fitted

Type Order code Weight

Pkg
(1 pce)

Rated Max Rated
operational peak operational
power current power
θ ≤ 40 °C θ ≤ 40 °C
400 V 480 V
AC-6b Î
kvar kA kvar V 50 Hz V 60 Hz kg
33 5 40 24 24 0 0 UA50-30-00 1SBL351022R8100 1.160

48 48 0 0 UA50-30-00 1SBL351022R8300 1.160
110 110…120 0 0 UA50-30-00 1SBL351022R8400 1.160
220…230 230…240 0 0 UA50-30-00 1SBL351022R8000 1.160
230…240 240…260 0 0 UA50-30-00 1SBL351022R8800 1.160
380…400 400…415 0 0 UA50-30-00 1SBL351022R8500 1.160
400…415 415…440 0 0 UA50-30-00 1SBL351022R8600 1.160

45 6.5 - 24 24 0 0 UA63-30-00 1SBL371022R8100 1.160
48 48 0 0 UA63-30-00 1SBL371022R8300 1.160
110 110…120 0 0 UA63-30-00 1SBL371022R8400 1.160
220…230 230…240 0 0 UA63-30-00 1SBL371022R8000 1.160
230…240 240…260 0 0 UA63-30-00 1SBL371022R8800 1.160
380…400 400…415 0 0 UA63-30-00 1SBL371022R8500 1.160
400…415 415…440 0 0 UA63-30-00 1SBL371022R8600 1.160

50 7.5 55 24 24 0 0 UA75-30-00 1SBL411022R8100 1.160
48 48 0 0 UA75-30-00 1SBL411022R8300 1.160
110 110…120 0 0 UA75-30-00 1SBL411022R8400 1.160
220…230 230…240 0 0 UA75-30-00 1SBL411022R8000 1.160
230…240 240…260 0 0 UA75-30-00 1SBL411022R8800 1.160
380…400 400…415 0 0 UA75-30-00 1SBL411022R8500 1.160
400…415 415…440 0 0 UA75-30-00 1SBL411022R8600 1.160

(1) Other control voltages see voltage code table.

Main dimensions mm, inches
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UA50 … UA75  3-pole contactors for capacitor switching
33 to 50 kvar - Peak current Î < 100 Times the rms current
AC operated - with 1 N.O. + 1 N.C. auxiliary contacts

Description

UA contactors can be used for the switching of capacitor banks whose inrush current peaks are less than or 
equal to 100 times nominal rms current.

The capacitors must be discharged (maximum residual voltage at terminals ≤ 50 V) before being re-energized 
when the contactors are making.

These contactors are of the block type design with:
–– 3 main poles
–– control circuit: AC operated
–– add-on auxiliary contact blocks for front or side mounting and a wide range of accessories.

Ordering details
IEC UL/CSA Rated control circuit 

voltage
Uc
(1)

Auxiliary 
contacts 
fitted

Type Order code Weight

Pkg
(1 pce)

Rated 
operational 
power

Max 
peak 
current

Rated 
operational 
power

θ ≤ 40 °C θ ≤ 40 °C
400 V 400 V
AC-6b Î
kvar kA kvar V 50 Hz V 60 Hz kg
33 5 40 24 24 1 1 UA50-30-11 1SBL351022R8111 1.200

48 48 1 1 UA50-30-11 1SBL351022R8311 1.200
110 110…120 1 1 UA50-30-11 1SBL351022R8411 1.200
220…230 230…240 1 1 UA50-30-11 1SBL351022R8011 1.200
230…240 240…260 1 1 UA50-30-11 1SBL351022R8811 1.200
380…400 400…415 1 1 UA50-30-11 1SBL351022R8511 1.200
400…415 415…440 1 1 UA50-30-11 1SBL351022R8611 1.200

45 6.5 - 24 24 1 1 UA63-30-11 1SBL371022R8111 1.200
48 48 1 1 UA63-30-11 1SBL371022R8311 1.200
110 110…120 1 1 UA63-30-11 1SBL371022R8411 1.200
220…230 230…240 1 1 UA63-30-11 1SBL371022R8011 1.200
230…240 240…260 1 1 UA63-30-11 1SBL371022R8811 1.200
380…400 400…415 1 1 UA63-30-11 1SBL371022R8511 1.200
400…415 415…440 1 1 UA63-30-11 1SBL371022R8611 1.200

50 7.5 55 24 24 1 1 UA75-30-11 1SBL411022R8111 1.200
48 48 1 1 UA75-30-11 1SBL411022R8311 1.200
110 110…120 1 1 UA75-30-11 1SBL411022R8411 1.200
220…230 230…240 1 1 UA75-30-11 1SBL411022R8011 1.200
230…240 240…260 1 1 UA75-30-11 1SBL411022R8811 1.200
380…400 400…415 1 1 UA75-30-11 1SBL411022R8511 1.200
400…415 415…440 1 1 UA75-30-11 1SBL411022R8611 1.200

(1) Other control voltages see voltage code table.

Main dimensions mm, inches
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UA95 ... UA110  3-pole contactors for capacitor switching
65 to 75 kvar - peak current Î ≤ 100 times the rms current
AC operated

Description

UA contactors can be used for the switching of capacitor banks whose inrush current peaks are less or 
equal to 100 times nominal rms current. 
The capacitors must be discharges (maximum residual voltage at terminals ≤ 50 V) before being re-energized 
when the contactors are making.

These contactors are of the block type design with:
–– 3 main poles
–– control circuit: AC operated
–– add-on auxiliary contact blocks for front or side mounting and a wide range of accessories.

Ordering details
IEC UL/CSA Rated control circuit

voltage
Uc
(1)

Auxiliary
contacts 
fitted

Type Order code Weight

Pkg
(1 pce)

Rated Max Rated
operational peak operational
power current power
θ ≤ 40 °C θ ≤ 40 °C
400 V 480 V
AC-6b Î
kvar kA kvar V 50 Hz V 60 Hz kg
65 9.3 70 24 24 0 0 UA95-30-00 1SFL431022R8100 2.000

48 48 0 0 UA95-30-00 1SFL431022R8300 2.000
110 110…120 0 0 UA95-30-00 1SFL431022R8400 2.000
220…230 230…240 0 0 UA95-30-00 1SFL431022R8000 2.000
230…240 240…260 0 0 UA95-30-00 1SFL431022R8800 2.000
380…400 400…415 0 0 UA95-30-00 1SFL431022R8500 2.000
400…415 415…440 0 0 UA95-30-00 1SFL431022R8600 2.000

75 10.5 80 24 24 0 0 UA110-30-00 1SFL451022R8100 2.000
48 48 0 0 UA110-30-00 1SFL451022R8300 2.000
110 110…120 0 0 UA110-30-00 1SFL451022R8400 2.000
220…230 230…240 0 0 UA110-30-00 1SFL451022R8000 2.000
230…240 240…260 0 0 UA110-30-00 1SFL451022R8800 2.000
380…400 400…415 0 0 UA110-30-00 1SFL451022R8500 2.000
400…415 415…440 0 0 UA110-30-00 1SFL451022R8600 2.000

(1) Other control voltages see voltage code table.
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UA95 ... UA110 3-pole contactors for capacitor switching
65 to 75 kvar - peak current Î < 100 times the rms current
AC operated with 1 N.O. + 1 N.C. auxiliary contacts

Description

UA contactors can be used for the switching of capacitor banks whose inrush current peaks are less or 
equal to 100 times nominal rms current. 
The capacitors must be discharges (maximum residual voltage at terminals ≤ 50 V) before being re-energized 
when the contactors are making.
These contactors are of the block type design with:
- 3 main poles 
- control circuit: AC operated
- add-on auxiliary contact blocks for front or side mounting and a wide range of accessories 

Ordering details
IEC UL/CSA Rated control circuit

voltage
Uc
(1)

Auxiliary
contacts 
fitted

Type Order code Weight

Pkg
(1 pce)

Rated Max Rated
operational peak operational
power current power
AC-6b
θ ≤ 40 °C 40 °C
400 V Î 400 V
kvar kA kvar V 50 Hz V 60 Hz kg
65 9.3 70 24 24 1 1 UA95-30-11 1SFL431022R8111 2.040

48 48 1 1 UA95-30-11 1SFL431022R8311 2.040
110 110…120 1 1 UA95-30-11 1SFL431022R8411 2.040
220…230 230…240 1 1 UA95-30-11 1SFL431022R8011 2.040
230…240 240…260 1 1 UA95-30-11 1SFL431022R8811 2.040
380…400 400…415 1 1 UA95-30-11 1SFL431022R8511 2.040
400…415 415…440 1 1 UA95-30-11 1SFL431022R8611 2.040

75 10.5 80 24 24 1 1 UA110-30-11 1SFL451022R8111 2.040
48 48 1 1 UA110-30-11 1SFL451022R8311 2.040
110 110…120 1 1 UA110-30-11 1SFL451022R8411 2.040
220…230 230…240 1 1 UA110-30-11 1SFL451022R8011 2.040
230…240 240…260 1 1 UA110-30-11 1SFL451022R8811 2.040
380…400 400…415 1 1 UA110-30-11 1SFL451022R8511 2.040
400…415 415…440 1 1 UA110-30-11 1SFL451022R8611 2.040

(1) Other control voltages see voltage code table.
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UA...  3-pole contactors for capacitor switching
Peak current Î ≤ 100 times the rms current

Main accessory fitting details
Many configurations of accessories are possible depending on whether these are front-mounted or side-mounted.
Contactor
types

Main
poles

Available
auxiliary
contacts

Front-mounted accessories Side-mounted accessories
Auxiliary contact blocks Pneumatic timer Auxiliary contact 

blocks

1-pole CA5-.. 4-pole CA5-.. TP.. A 2-pole CAL...

UA16-30-10 3 0 1 0 1 to 4 x CA5-.. or 1 x CA5-.. (4-pole) or 1 x TP.. A + 1 to 2 x CAL5-11
UA26-30-10 3 0 1 0 1 to 4 x CA5-.. or 1 x CA5-.. (4-pole) or 1 x TP.. A + 1 to 2 x CAL5-11
UA30-30-10 3 0 1 0 1 to 5 x CA5-.. or 1 x CA5-.. (4-pole) or 1 x TP.. A + 1 to 2 x CAL5-11

+ 1 x 1-pole CA5-.. + 1 x CA5-.. (1-pole)

UA50-30-00 3 0 0 0 1 to 6 x CA5-.. or 1 x CA5-.. (4-pole) or 1 x TP.. A + 1 to 2 x CAL5-11
UA63-30-00 3 0 0 0 + 2 x 1-pole CA5-.. + 2 x CA5-.. (1-pole)

UA75-30-00 3 0 0 0
UA95-30-00 3 0 0 0 1 to 6 x CA5-.. or 1 x CA5-.. (4-pole) – + 1 to 2 x CAL18-11
UA110-30-00 3 0 0 0 + 2 x 1-pole CA5-..
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UA16 … UA110  3-pole contactors for capacitor switching
Peak current Î ≤ 100 times the rms current
Technical data

Main pole - Utilization characteristics according to IEC
Contactor types AC operated UA16 UA26 UA30 UA50 UA63 UA75 UA95 UA110
Standards IEC 60947-1 / 60947-4-1 and EN 60947-1 / 60947-4-1
Rated operational voltage Ue max. 690 V
Rated frequency (without derating) 50 / 60 Hz
AC-6b Utilization category

Rated operational power AC-6b (1)
For air temperature close 
to contactor

θ ≤ 40 °C 230-240 V 7.5 kvar 12 kvar 16 kvar 20 kvar 25 kvar 30 kvar 35 kvar 40 kvar
400-415 V 12.5 kvar 20 kvar 27.5 kvar 33 kvar 45 kvar 50 kvar 65 kvar 75 kvar

440 V 13.7 kvar 22 kvar 30 kvar 36 kvar 50 kvar 55 kvar 65 kvar 75 kvar
500-550 V 15.5 kvar 22 kvar 34 kvar 40 kvar 50 kvar 62 kvar 70 kvar 80 kvar

690 V 21.5 kvar 30 kvar 45 kvar 55 kvar 70 kvar 75 kvar 80 kvar 90 kvar
 θ ≤ 55 °C 230-240 V 6.7 kvar 11 kvar 16 kvar 20 kvar 25 kvar 30 kvar 35 kvar 40 kvar

400-415 V 11.7 kvar 18.5 kvar 27.5 kvar 33 kvar 43 kvar 50 kvar 65 kvar 70 kvar
440 V 13 kvar 20 kvar 30 kvar 36 kvar 48 kvar 53 kvar 65 kvar 75 kvar

Multi-step capacitor 
bank scheme

500-550 V 14.7 kvar 22 kvar 34 kvar 40 kvar 50 kvar 62 kvar 70 kvar 80 kvar
690 V 20 kvar 30 kvar 45 kvar 55 kvar 70 kvar 75 kvar 80 kvar 90 kvar

θ ≤ 70 °C 230-240 V 6 kvar 8.5 kvar 11 kvar 19 kvar 21 kvar 22 kvar 30 kvar 35 kvar
400-415 V 10 kvar 14.5 kvar 19 kvar 32 kvar 37 kvar 39 kvar 55 kvar 65 kvar

440 V 11 kvar 16 kvar 20 kvar 35 kvar 41 kvar 43 kvar 55 kvar 70 kvar
500-550 V 12.5 kvar 19.5 kvar 23.5 kvar 40 kvar 45 kvar 47.5 kvar 60 kvar 75 kvar

690 V 17 kvar 25 kvar 32 kvar 52 kvar 60 kvar 65 kvar 70 kvar 85 kvar
Max. permissible peak current Î Ue ≤ 500 V 1.8 kA 3 kA 3.5 kA 5 kA 6.5 kA 7.5 kA 9.3 kA 10.5 kA

Ue > 500 V 1.6 kA 2.7 kA 3.1 kA 4.5 kA 5.8 kA 6.75 kA 8 kA 9 kA
Short-circuit protection device for contactors
gG type fuse sized 1.5…1.8 In of the capacitor
Max. electrical switching frequency 240 cycles/h
Electrical durability AC-6b Ue ≤ 690 V 100 000 operating cycles
(1) For 220 V and 380 V, multiply by 0.9 the rated values at 230 V and 400 V respectively.
Example: 50 kvar / 400 V corresponding to 0.9 x 50 = 45 kvar/380 V.

If, in an application, the current peak is greater than the maximum peak current Î specified in the tables above, select a higher rating, refer to the UA..RA contactors, or add induct-
ances. (see application guide "Contactors for capacitor switching").

Main pole - Utilization characteristics according to UL / CSA
Contactor types AC operated UA16 UA26 UA30 UA50 UA63 UA75 UA95 UA110

Power - 60 Hz
For air temperature close 
to contactor

θ ≤ 40 °C 240 V - 12.5 kvar 16 kvar 20 kvar - 27.5 kvar 35 kvar 40 kvar
480 V - 25 kvar 32 kvar 40 kvar - 55 kvar 70 kvar 80 kvar
600 V - 30 kvar 40 kvar 50 kvar - 70 kvar 75 kvar 85 kvar

If, in an application, the current peak is greater than the maximum peak current Î specified in the tables above, select a higher rating, refer to the UA..RA contactors, or add induct-
ances. (see application guide "Contactors for capacitor switching").
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Connecting characteristics
Contactor types AC operated UA16 UA26 UA30 UA50 UA95

UA63 UA110
UA75

Connection capacity (min. ... max.)
Main conductors (poles)

Rigid Solid (≤ 4 mm²) 1 x 1...4 mm² 1.5...6 mm² 2.5...16 mm² 6...50 mm² 10...95 mm²
Stranded (≥ 6 mm²) 2 x 1...4 mm² 1.5...6 mm² 2.5...16 mm² 6...25 mm² 6...35 mm²

Flexible with ferrule 1 x 0.75...2.5 mm² 0.75...4 mm² 2.5...10 mm² 6...35 mm² 10...70 mm²
2 x 0.75...2.5 mm² 0.75...4 mm² 2.5...10 mm² 6...16 mm² 6...35 mm²

Ll
Bars or lugs L ≤ 7.7 mm 10 mm - - -

l > 3.7 mm 4.2 mm - - -
Connection capacity acc. to UL/CSA 1 or 2 x AWG 18...10 AWG 12...8 AWG 8...4 AWG 8...1 AWG 6...2/0
Tightening torque Recommended 1 Nm / 9 Ib.in 1.7 Nm / 15 Ib.in 2.3 Nm / 20 Ib.in 4 Nm / 35 Ib.in 8 Nm / 71 Ib.in

Max. 1.2 Nm 2.2 Nm 2.6 Nm 4.5 Nm 9 Nm
Auxiliary conductors
(built-in auxiliary terminals + coil terminals)

Rigid solid 1 x 1...4 mm² 0.75…2.5 mm²
2 x 1...4 mm² 0.75…2.5 mm²

Flexible with ferrule 1 x 0.75...2.5 mm² 1…2.5 mm² 0.75…2.5 mm²
2 x 0.75...2.5 mm²

Ll
Lugs Coil terminals L ≤ 8 mm

l > 3.7 mm
Built-in auxiliary L ≤ 7.7 mm 10 mm 8 mm - -
terminals l > 3.7 mm 4.2 mm 3.7 mm - -

Connection capacity acc. to UL/CSA AWG 18...14
Tightening torque

Coil terminals Recommended 1 Nm / 9 Ib.in
Max. 1.2 Nm

Built-in auxiliary terminals Recommended 1 Nm / 9 Ib.in
Max. 1.2 Nm

Degree of protection 
acc. to IEC 60947-1 / EN 60947-1 and IEC 60529 / EN 60529

Main terminals IP20 IP10
Coil terminals IP20
Built-in auxiliary terminals IP20 - -

Screw terminals Delivered in open position, screws of unused terminals must be tightened
Main terminals M3.5 M4 M5 M6 M8

Screwdriver type Flat Ø 5.5 / Pozidriv 2 Flat Ø 6.5 / Pozidriv 2 Hexagon socket 
(s = 4 mm)

Coil terminals M3.5
Screwdriver type Flat Ø 5.5 / Pozidriv 2

Built-in auxiliary terminals M3.5 M4 M3.5 - -
Screwdriver type Flat Ø 5.5 / Pozidriv 2 - -

Other technical characteristics are the same as those of standard A contactors.

UA16 … UA110  3-pole contactors for capacitor switching
Peak current Î ≤ 100 times the rms current
Technical data
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UA... contactors
Terminal marking and positioning

UA... contactors - AC  operated

Standard devices without addition of auxiliary contacts

Standard devices with factory mounted auxiliary contacts

1L1 3L2 5L3

2T1 4T2 6T3

A1 A2

A2

13

NO

NO

14

UA16 ... UA30-30-10

A1

A2

1L1

2T1

3L2

4T2

5L3

6T3

13
NO

NO
14

UA16 ... UA30-30-10

A1

1L1 3L2 5L3

2T1 4T2 6T3

A2

A2

UA50 ... UA110-30-00

A1

A2

1L1

2T1

5L3

6T3

3L2

4T2

UA50 ... UA110-30-00

A1

1L1

2T1

A2

13X

21X

14X

22X

A2

3L2 5L3

4T2 6T3

NC

NO

NO

NC

UA50 ... UA110-30-11

A1

A2

1L1

2T1

3L2

4T2

21X
NC

NC
22X

5L3

6T3

13X
NO

NO
14X

UA50 ... UA110-30-11

5
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UA..  3-pole contactors for capacitor switching

Main dimensions mm, inches

68  2.68"

74  2.91"

5.5
0.22"

4
0.16"

10  0.39"

35
 m

m
 E

N/
IE

C 
60

71
5

44  1.73"

74
  2

.9
1"

UA16

ø 4.2  0.17"

4.5
0.18"

4.5
0.18"

45  1.77"

70
  2

.7
6"

80
  3

.1
5"

M4  8-32 UNC

UA26, UA30 drilling plan

5
0.2"

5
0.2"

60  2.36"

90
  3

.5
4"

ø 6.2  0.24"
M6 1/4-20 UNC

10
0 

 3
.9

4"

Drilling plan

90  3.54"

14
8 

 5
.8

3"

UA95, UA110-30-00

12
0.47"

90  3.54"

14
8 

 5
.8

3"

74
  2

.9
1"

UA95, UA110-30-11

123.5  4.86"

6
0.24"

20  0.79"10  0.39"

6.5  0.26"

12
6 

 4
.9

6"

78  3.07"
ø 6.2  0.24"
M6 1/4-20 UNC

13
6 

 5
.3

5"

6  0.24"6  0.24"

Drilling plan

70  2.76"

11
0 

 4
.3

3"

UA50, UA63, UA75-30-00

70  2.76"12
0.47"

11
0 

 4
.3

3"

74
  2

.9
1"

UA50, UA63, UA75-30-11

6.5  0.26"6  0.24"

10  0.39"

4
0.16"

10  0.39"

75
 m

m
 E

N/
IE

C 
60

71
5

35
 m

m
 x

15
 E

N/
IE

C 
60

71
5 108  4.25"

4.5
0.18"

ø 4.5  0.18"

4.5
0.18"

35  1.38"

60
  2

.3
6"

50
  1

.9
7"

M4  8-32 UNC

UA16 drilling plan

93.6  3.69"

9  0.35" 6.3  0.25"

4  0.16" 10  0.39"

35
 m

m
 E

N/
IE

C 
60

71
5

54  2.13"

90
  3

.5
4"

UA26

54  2.13"

90
  3

.5
4"

UA30

108.3  4.26"

9  0.35" 6.3  0.25"

4  0.16" 10  0.39"

35
 m

m
 E

N/
IE

C 
60

71
5

5
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